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5 LB. MULTI-PURPOSE DRY CHEMICAL
PORTABLE FIRE EXTINGUISHER

STEEL CYLINDER

DURABLE POLYESTER POWDER PAINT FINISH

FULLY RECHARGEABLE

WATERPROOF STAINLESS STEEL GAUGE

BAR CODED LABEL

METAL VALVE & HANDLES

COMPLETE WITH WALL HOOK OR
*VEHICLE / MARINE BRACKET

MANUFACTURED AND TESTED TO THE

FOLLOWING STANDARDS:

F_v1.0

SPECIFICATIONS

APPROVAL
ANSI/UL 711 ANSI/UL 299

MODEL SF-ABC210ALV WBDL-ABC310
CAN/ULC-S508-M90 CAN/ULC-S504-M86

CAPACITY 5 lbs.

UL / ULC RATING

RANGE 8 - 10 ft (2.5 - 3 m)

DISCHARGE TIME 13 sec.

Type A Size II, Type B:C Size I

-54oC to 49oC (-65oF to 120oF)

PSI 195
HEIGHT 15 1/4" (39 cm)
WIDTH 6 3/4" (17 cm)

DIAMETER 4 1/4" (11 cm)
WEIGHT 10 1/2 lbs. (4.8 kgs.)

6 YEAR WARRANTY

2-A : 10-B : C 3-A : 10-B : C

CLASS:  A  B  C*U.S.C.G. APPROVAL

TEMP. RANGE
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